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MCH4015
RF Transistor
12V, 100mA, f T=10GHz, NPN Single MCPH4

Stresses exceeding Maximum Ratings may damage the device. Maximum Ratings are stress ratings only. Functional operation above the Recommended Operating 
Conditions is not implied. Extended exposure to stresses above the Recommended Operating Conditions may affect device reliability.

Features
 • Low-noise use : NF=1.2dB typ (f=1GHz)
 •



MCH4015

No. A1911-2/9

Electrical Characteristics  at Ta=25°C
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MCH4015

No. A1911-4/9

S Parameters (Common emitter)

VCE=3V, IC=30mA

Freq(MHz) ⏐S11⏐ ∠S11 ⏐S21⏐ ∠S21 ⏐S12⏐ ∠S12 ⏐S22⏐ ∠S22
100 0.542 -76.9 42.437 142.3 0.013 63.9 0.801 -36.2 
200 0.588 -118.2 30.735 119.6 0.020 53.9 0.602 -56.8 
300 0.614 -138.6 22.677 106.5 0.024 52.3 0.505 -69.3 
400 0.626 -150.0 17.506 98.4 0.027 53.8 0.448 -77.9 
500 0.635 -155.0 14.522 92.7 0.031 55.6 0.423 -79.8 
600 0.630 -161.3 12.035 88.5 0.035 57.8 0.381 -83.6 
700 0.627 -166.4 10.249 85.2 0.038 59.8 0.350 -86.9 
800 0.626 -170.9 8.902 82.2 0.042 61.3 0.327 -90.4 
900 0.627 -174.7 7.888 79.5 0.045 62.3 0.314 -93.2 
1000 0.626 -177.8 7.046 77.3 0.049 63.4 0.303 -96.1 
1200 0.629 176.7 5.835 73.1 0.057 65.4 0.287 -100.4 
1400 0.631 171.9 4.976 69.2 0.065 66.2 0.282 -103.8 
1600 0.633 167.7 4.344 65.6 0.073 66.5 0.280 -106.9 
1800 0.637 163.9 3.854 62.0 0.082 66.8 0.281 -109.7 
2000 0.638 160.5 3.474 58.7 0.090 66.6 0.287 -112.5 
2200 0.638 156.8 3.160 55.5 0.099 66.5 0.293 -115.1 
2400 0.640 153.5 2.900 52.2 0.108 65.8 0.302 -117.3 
2600 0.640 150.2 2.684 49.0 0.117 65.2 0.312 -119.5 
2800 0.642 146.9 2.499 45.9 0.125 64.3 0.324 -121.6 
3000 0.640 143.6 2.337 42.8 0.134 63.6 0.337 -123.8 

VCE=3V, IC=50mA

Freq(MHz) ⏐S11⏐ ∠S11 ⏐S21⏐ ∠S21 ⏐S12⏐ ∠S12 ⏐S22⏐ ∠S22
100 0.514 -110.3 43.067 133.3 0.011 59.0 0.700 -40.9 
200 0.607 -141.4 29.221 112.3 0.016 53.1 0.495 -58.9 
300 0.642 -154.9 20.818 101.0 0.019 55.3 0.417 -68.7 
400 0.657 -162.5 15.865 94.1 0.023 58.5 0.376 -75.5 
500 0.660 -165.8 13.033 88.9 0.027 61.4 0.360 -75.7 
600 0.659 -170.3 10.812 85.3 0.030 64.0 0.330 -78.7 
700 0.658 -174.3 9.213 82.3 0.034 66.1 0.307 -81.5 
800 0.660 -177.8 7.995 79.5 0.038 67.8 0.291 -84.5 
900 0.663 179.2 7.097 77.1 0.042 68.6 0.284 -87.1 
1000 0.662 176.6 6.333 74.8 0.046 69.6 0.277 -89.7 
1200 0.666 172.0 5.247 70.8 0.055 70.9 0.268 -93.7 
1400 0.670 167.9 4.475 67.0 0.063 71.3 0.269 -97.1 
1600 0.673 164.1 3.897 63.4 0.072 71.5 0.270 -100.2 
1800 0.676 160.6 3.469 59.9 0.080 71.4 0.275 -103.3 
2000 0.678 157.5 3.113 56.5 0.089 71.0 0.284 -106.5 
2200 0.679 154.1 2.836 53.1 0.098 70.4 0.293 -109.3 
2400 0.681 150.9 2.598 49.8 0.107 69.8 0.304 -111.9 
2600 0.682 147.8 2.404 46.6 0.116 68.9 0.316 -114.4 
2800 0.683 144.6 2.241 43.4 0.125 67.8 0.330 -117.0 
3000 0.682 141.3 2.094 40.3 0.135 66.8 0.346 -119.6 



MCH4015

No. A1911-5/9

S Parameters (Common emitter)

VCE=3V, IC=80mA

Freq(MHz) ⏐S11⏐ ∠S11 ⏐S21⏐ ∠S21 ⏐S12⏐ ∠S12 ⏐S22⏐ ∠S22
100 0.662 -146.8 29.622 120.5 0.011 47.5 0.455 -44.8 
200 0.751 -164.0 16.762 102.8 0.014 46.9 0.315 -52.9 
300 0.774 -171.2 11.369 94.2 0.017 52.5 0.288 -57.1 
400 0.783 -175.6 8.549 88.9 0.019 58.6 0.279 -61.3 
500 0.778 -178.0 6.977 84.2 0.023 62.0 0.283 -61.0 
600 0.778 179.0 5.801 81.0 0.027 66.0 0.272 -62.9 
700 0.778 176.3 4.965 78.3 0.030 68.6 0.265 -65.2 
800 0.780 173.9 4.316 75.7 0.034 70.2 0.260 -68.0 
900 0.782 171.6 3.846 73.3 0.038 71.9 0.263 -70.7 
1000 0.782 169.6 3.439 71.0 0.042 73.0 0.263 -73.7 
1200 0.787 166.0 2.860 66.6 0.051 74.5 0.268 -78.5 
1400 0.789 162.5 2.454 62.4 0.059 75.3 0.278 -83.1 
1600 0.792 159.2 2.139 58.4 0.068 75.7 0.288 -87.5 
1800 0.796 156.0 1.912 54.5 0.077 75.7 0.300 -91.7 
2000 0.797 153.1 1.721 50.8 0.086 75.4 0.314 -96.1 
2200 0.797 149.9 1.569 47.1 0.095 75.0 0.328 -100.0 
2400 0.799 146.8 1.436 43.4 0.105 74.1 0.343 -103.8 
2600 0.800 143.8 1.331 39.9 0.115 73.4 0.359 -107.4 
2800 0.801 140.6 1.238 36.5 0.125 72.2 0.377 -110.9 
3000 0.799 137.4 1.157 33.3 0.135 71.1 0.394 -114.4 

VCE=5V, IC=10mA

Freq(MHz) ⏐S11⏐ ∠S11 ⏐S21⏐ ∠S21 ⏐S12⏐ ∠S12 ⏐S22⏐ ∠S22
100 0.771 -35.8 23.180 156.3 0.016 72.7 0.933 -20.3 
200 0.741 -68.2 20.484 137.3 0.028 60.4 0.820 -36.2 
300 0.706 -94.4 17.503 122.8 0.035 53.0 0.722 -48.5 
400 0.691 -112.7 14.633 111.9 0.040 48.5 0.656 -57.3 
500 0.701 -123.8 12.817 104.7 0.044 47.2 0.622 -61.7 
600 0.677 -133.9 10.891 98.4 0.047 46.0 0.560 -66.0 
700 0.659 -142.2 9.349 93.5 0.049 45.5 0.513 -68.9 
800 0.646 -149.5 8.209 89.1 0.051 45.7 0.474 -72.0 
900 0.640 -155.2 7.315 85.3 0.053 46.1 0.449 -74.7 
1000 0.633 -160.1 6.557 82.3 0.055 46.9 0.428 -77.4 
1200 0.628 -168.2 5.459 76.8 0.060 49.0 0.399 -81.4 
1400 0.625 -174.7 4.663 71.9 0.064 51.0 0.385 -84.9 
1600 0.625 179.5 4.086 67.5 0.069 53.3 0.373 -88.4 
1800 0.627 174.7 3.616 63.5 0.075 54.8 0.372 -91.5 
2000 0.628 170.5 3.260 59.5 0.080 56.6 0.372 -94.9 
2200 0.628 166.2 2.960 55.7 0.086 57.9 0.376 -98.0 
2400 0.630 162.2 2.715 52.0 0.093 58.9 0.383 -101.1 
2600 0.631 158.5 2.517 48.5 0.100 59.8 0.391 -104.3 
2800 0.634 154.8 2.337 44.9 0.107 60.4 0.402 -107.0 
3000 0.633 151.1 2.180 41.5 0.115 60.6 0.416 -109.9 
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No. A1911-6/9

S Parameters (Common emitter)

VCE=5V, IC=30mA

Freq(MHz) ⏐S11



MCH4015

No. A1911-7/9

S Parameters (Common emitter)

VCE=5V, IC=80mA

Freq(MHz) ⏐S11⏐ ∠S11 ⏐S21⏐ ∠S21 ⏐S12⏐ ∠S12 ⏐S22⏐ ∠S22
100 0.558 -133.0 39.014 127.8 0.009 54.5 0.618 -33.7 
200 0.671 -155.6 23.364 107.6 0.012 52.6 0.457 -41.5 
300 0.704 -165.1 16.107 97.6 0.014 57.5 0.415 -45.4 
400 0.718 -170.7 12.150 91.5 0.017 62.9 0.395 -49.0 
500 0.716 -173.4 9.907 86.7 0.021 66.8 0.385 -50.4 
600 0.717 -177.0 8.214 83.3 0.024 69.5 0.378 -52.4 
700 0.718 179.9 7.015 80.4 0.028 72.5 0.364 -54.4 
800 0.720 177.1 6.091 77.8 0.031 73.9 0.354 -57.0 
900 0.723 174.5 5.413 75.3 0.035 75.7 0.351 -59.7 
1000 0.723 172.3 4.829 72.9 0.039 76.8 0.346 -62.4 
1200 0.728 168.3 4.009 68.8 0.047 78.1 0.343 -67.0 
1400 0.731 164.7 3.423 64.7 0.055 78.9 0.347 -71.8 
1600 0.735 161.2 2.987 60.8 0.063 78.9 0.352 -76.2 
1800 0.738 157.9 2.662 57.1 0.072 79.1 0.359 -80.6 
2000 0.740 155.0 2.393 53.5 0.081 78.7 0.369 -85.3 
2200 0.741 151.7 2.179 50.0 0.090 78.2 0.379 -89.5 
2400 0.743 148.6 1.993 46.4 0.099 77.4 0.391 -93.5 
2600 0.744 145.6 1.843 43.0 0.109 76.5 0.404 -97.4 
2800 0.746 142.4 1.716 39.6 0.119 75.4 0.418 -101.3 
3000 0.744 139.2 1.601 36.3 0.129 74.2 0.433 -105.1 

VCE=8V, IC=10mA

Freq(MHz) ⏐S11⏐ ∠S11 ⏐S21⏐ ∠S21 ⏐S12⏐ ∠S12 ⏐S22⏐ ∠S22
100 0.784 -33.9 22.973 157.1 0.014 73.5 0.941 -18.1 
200 0.754 -64.8 20.491 138.6 0.025 62.4 0.839 -32.6 
300 0.715 -90.5 17.690 124.1 0.032 55.0 0.739 -44.1 
400 0.697 -109.0 14.905 113.1 0.037 50.3 0.685 -52.2 
500 0.704 -120.4 13.108 105.8 0.041 49.3 0.652 -56.5 
600 0.678 -130.9 11.176 99.3 0.044 47.7 0.591 -60.6 
700 0.659 -139.5 9.599 94.2 0.046 47.3 0.544 -63.3 
800 0.645 -146.9 8.439 89.7 0.048 47.3 0.504 -66.1 
900 0.638 -152.9 7.523 85.8 0.050 47.5 0.478 -68.7 
1000 0.629 -158.0 6.746 82.7 0.052 48.6 0.457 -71.2 
1200 0.623 -166.3 5.618 77.1 0.056 50.5 0.427 -75.0 
1400 0.621 -173.1 4.797 72.1 0.060 52.6 0.411 -78.5 
1600 0.620 -179.0 4.199 67.5 0.065 55.0 0.399 -81.8 
1800 0.622 176.1 3.717 63.4 0.071 56.9 0.398 -85.2 
2000 0.623 171.8 3.348 59.4 0.076 58.6 0.397 -88.5 
2200 0.623 167.4 3.039 55.5 0.082 60.1 0.401 -91.7 
2400 0.625 163.5 2.786 51.8 0.089 61.4 0.407 -95.0 
2600 0.626 159.6 2.581 48.2 0.096 62.2 0.415 -98.3 
2800 0.629 155.9 2.395 44.6 0.103 62.8 0.426 -101.3 
3000 0.629 152.2 2.233 41.1 0.111 63.0 0.439 -104.4 



MCH4015

No. A1911-8/9

S Parameters (Common emitter)

VCE=8V, IC=30mA

Freq(MHz) ⏐S11⏐ ∠S11 ⏐S21⏐ ∠S21 ⏐S12⏐ ∠S12 ⏐S22⏐ ∠S22
100 0.556 -65.2 43.179 145.8 0.011 67.8 0.846 -28.0 
200 0.578 -106.8 32.894 123.0 0.017 57.9 0.669 -44.6 
300 0.594 -129.7 24.775 109.1 0.021 56.2 0.584 -54.7 
400 0.604 -142.8 19.256 100.3 0.024 57.0 0.512 -61.6 
500 0.614 -148.7 15.997 94.4 0.028 59.0 0.488 -63.9 
600 0.606 -155.8 13.266 89.8 0.031 60.8 0.443 -66.9 
700 0.603 -161.6 11.285 86.1 0.034 62.5 0.409 -69.3 
800 0.602 -166.5 9.802 82.9 0.037 64.2 0.382 -72.0 
900 0.602 -170.7 8.672 80.0 0.041 65.4 0.366 -74.3 
1000 0.600 -174.1 7.739 77.6 0.044 66.3 0.352 -76.7 
1200 0.603 179.9 6.401 73.3 0.051 68.1 0.333 -80.3 
1400 0.605 174.9 5.453 69.2 0.059 69.2 0.325 -83.7 
1600 0.607 170.4 4.753 65.4 0.066 69.8 0.321 -87.0 
1800 0.611 166.4 4.215 61.8 0.074 70.0 0.321 -90.2 
2000 0.613 162.9 3.791 58.4 0.082 69.9 0.325 -93.4 
2200 0.614 159.2 3.445 55.1 0.090 70.1 0.330 -96.5 
2400 0.616 155.8 3.155 51.7 0.099 69.6 0.339 -99.4 
2600 0.617 152.4 2.916 48.4 0.107 69.1 0.349 -102.4 
2800 0.619 149.1 2.711 45.2 0.115 68.5 0.361 -105.3 
3000 0.619 145.7 2.531 42.0 0.124 67.5 0.375 -108.2 

VCE=8V, IC=50mA

Freq(MHz) ⏐Freq(MHz)
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